The porosity measurement method was developed from [1] . To this end, the weighing pan of the balance, onto which the specimen to be measured is usually placed, has been replaced by a specially made arm from which it is possible to suspend the sample from above. The mass of the suspended HA scaffold (ms) is measured and then the sample is placed into a small beaker of water (which does not contact the scale), which is boiled in order to evacuate air from within the internal pores of the lattice and the body of water, allowing water to fill the pores. The sample, whilst still submerged in water, is then suspended once more from the balance, and the "wet mass" of the sample (mw) is measured (The mass that results from the sample being suspended in water). From Archimedes' principle, it is expected that this measured "wet mass" will be lower than that measured when the sample was not submerged, as the liquid will exert a force upwards against the scaffold. The magnitude of this force corresponds to the weight of the water that the scaffold displaces. Initially a cotton thread was used to suspend the sample from the scales; however, due to the absorbent nature of the thread, water saturated the thread, affecting the readings obtained from the scale. In order to prevent this, a very thin, strong and water resistant material was used. Using the data obtained from this experiment, it is possible to calculate the macroporosity and microporosity of the sample by Equation (4) and (5), respectively:
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where mdw: mass of displaced water; ms: mass of suspended scaffold; mw: mass of wet scaffold; Vdw: volume of displaced water; Vaf: apparent volume of filaments; Vtf: theoretical volume of filaments; Vl: total volume of scaffold (determined by measurement of external dimensions using calliper).
Weibull Distribution
The standard three-parameter cumulative Weibull distribution is given as [2] :
where a is location parameter; b is scale parameter; and c is shape parameter. Frequently, the location parameter is not used, and the value for this parameter can be set to zero. When this is the case, a = 0 in Equation (7), the equation of two-parameter Weibull distribution is obtained:
Normally, three-parameter Weibull distribution is used in conditions where the determined extreme value is not less than "a". Therefore two-parameter Weibull distribution is used to determine ultimate stress, yield stress and elastic modulus in this study. The function of F(x;b,c) represents the probability that the desired mechanical property (ultimate stress, yield stress or elastic modulus) is equal or less than collected data value of x. Assume a reliability function R(x;b,c), and let F(x;b,c) + R(x;b,c) = 1, the reliability R(x;b,c) therefore represents the probability of this desired mechanical property is at least x. The equation can be written as:
To determine parameters b and c, a linear regression method is applied. The method involves transforming Equation ( 
The only unknown term in the equation is F(x;b,c), will be obtained by estimation from a median rank, which has the formula:
This equation is also known as Benard's approximation. To calculate median rank value, the total number of data is needed. These values are sorted from the smallest to the largest, denoting the th smallest value as . For example, = 1 for the first smallest value which corresponds to 1, = 2 for the second smallest value which corresponds to 2, until the th data where = corresponds to . Then linear regression can be plotted in x-y coordinates by point ( ,) where X = ln(x), Y = ln[ln(1/F(x; b,c))] base on Equation (10). The results are shown for plotting the regression line for ultimate stress, yield stress and elastic modulus. In order to compute and , a trend line is created where is the slope of the trend line and will be the inverse logarithm of the Y-axis intersection.
